


ALTERNATOR VALVE ©
USER MANUAL
I. Scope

The Alternator valve is an accessory, connected
to the irrigation controller, to enable alternate
irrigation in two different lines, interchanging
automatically.

The Alternator valve changes the direction
automatically, without any human interference,
each time the valve
is opened.

Il.Alternator valve Structure

. Inlet: 3/4"
. Outlet I: 3/4”
. Outlet II: 3/4”

. Alternator valve body

. Direction changing
Selector Arrow —
indicating the direction
of the water flow when
the valve will be reopened.
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1. It is recommended to assemble the Alternator
valve manually and avoid using a spanner.
2. Check the Alternator valve manually before
assembling the pipes.
3. Ascertain that the irrigation components
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lll. Please Note:

conform to the Alternator valves discharge
and pressure.
4. It is recommended to install a filter before
the controller and the Alternator valve.
5. To perform a change in the flow direction,
wait for about T minute when the valve is
closed. Then reopen the valve, or change
the direction manually, using the “direction
changing selector arrow” when the valve is
closed. Use a coin or a screw driver to turn
the “direction changing selector arrow”.

IV. Assembly Instructions.

1. Place the irrigation components (drip pipes
or sprinklers) in place and locate them near
the controller or the valve (irrigation head).

2. Join the inlet of the Alternator valve onto the
outlet of the controller.

3. Join pipes (I and ll) to outlet | or Il of the
Alternator valve, respectively.

V. Applications and Proposed Operation

Mode

The Alternator valve allows numerous varied

uses.Please find one example below:

a. Separate Irrigation of the Front and Back

Lawns, with identical Irrigation time.

1. Join the irrigation line of the front lawn to
outlet | and the irrigation line of the back
lawn to outlet II.

2. Program the controller o the desired irrigation
plan, ensuring that opening No.1 will be for
the front lawn (I) and opening No. 2 will be
for the back lawn (I).

3. When the controller is opened for the first
time (opening No. 1) only the front lawn will
be irrigated according to the program and

once completed, ﬁwe valve will close.

4. When the valve is opened for the second
time by the controller (opening No. 2) the
Alternator valve will change the water flow
to outlet Il and the back lawn will be irrigated
for the programmed time.

5.And so on, without any human interference.

VI.General Data.

» Minimum operation pressure:1 atmosphere
» Maximum operation pressure: 10 atmospheres
» The Alternator valve is made of: PO.M.
* (KV)1.5

* Maximum flow rate: 1.2 m%/sec.

e Threads: Inlet-3/4”, Qutlets -3/4"
* Thread types:NH or BSP .
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El divisor es un accesorio, que se conecta al
controlador de riego, que permite el riego
alterno en dos distintas lineas, intercambiandolos
automdticamente.

El divisor cambia de direcciéon automdticamente,
sin ninguna interferencia humana, siempre que
se abre la vdlvula.

. Estructura del Divisor

. Entrada: 3/4”
. Salida I: 3/4”
. Salida Il: 3/4”

. Cuerpo del Divisor

. Flecha del Selector
de Cambio de
Direccién — apuntando
la direccion del agua
en la préxima
apertura de la vélvula
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Ill. Aspectos Importantes:

1. Se recomienda montar el divisor
manualmente y evitar el uso de llave de
fuercas.
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2. Verifique el divisor manualmente antes de
conectar los tubos.

3. Certifiquese que los componentes del riego
son adecuados a la descarga y presién del
divisor.

4. Se Recomienda instalar un filtro antes del

controlador y del divisor.

5. Para realizar un cambio en el sentido del
flujo del agua, espere aprox. 1 minuto
cuando la vélvula estd cerrada. Entonces
abra nuevamente la valvula o cambie la
direccién manualmente, usando la flecha
del selector de cambio de direccién cuando
la valvula esté cerrada. Utilice una moneda
o un destornillador para dar vuelta a la
flecha del selector de cambio de direccién.

IV. Instrucciones de Montaje.

1. Coloque los componentes del riego (tubos
de goteo o rociadores) en su lugary
ubiquelos cerca del controlador o de la
vélvula (cabeza del riego).

2. Conecte la entrada del divisor a la salida
del controlador.

3. Conecte los tubos (I y Il) a la salida I o |l
del divisor, respectivamente.
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V. Aplicaciones y Sugestiones de Operacién

La utilizacién del divisor muy diversa y

compatible a varios campos.

Presentamos un ejemplo:

a.Riego separado del césped delantero y trasero
de una casa, con tiempo de riego idéntico

1.Conecte la linea de riego del césped
delantero a la salida | y la linea de riego del
césped trasero a la salida |l

2.Programe el controlador al programa de
riego deseado, asegurdndose de que la
apertura nimero 1 serd para el césped
delantero (l) y la apertura ndmero 2 seré
para el césped trasero (I).

3.Cuando el controlador se abre por primera
vez (apertura no. 1) solamente el césped
delantero serd irrigado segin el programa
y una vez terminado el riego, la valvula se
cerrard.
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4.Cuando el controlador abra otra vez la
valvula (apertura no. 2) el divisor cambiard

la direccién del flujo de agua a la salida |l

y el césped trasero serd irrigado por el tiempo
de riego programado.

5.Y asf sucesivamente, sin cualquier interferencia
humana.

VI. Datos Generales.

- Presién minima de operacién: 1atm

- Presién maxima de operacién:10 atm
- El divisor es hecho de: PO.M.
“(KV)1.5

- Descarga méximal.2 m3

- Didmetros: Entrada:3/4" Salida: 3/4”
- Tipos de roscasNH o NPT o BSP

Cat No..GDB-40F.03




